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Series Weatherproof Light Fittings for LED Lamp

& TSR E W/Catalogue Number Logic

FAY-EL] < L]

O

L JER R

T TE

J: Emergency lighting (optional)

Bk By

12
fusuasagnt a

BEYR

x: BT

x: Ceiling type

L: Bt

L: Pendant chain type
fE=x

f: Flange type

5 ﬁigmwpe

g1 A 21

g1:Pendant pole type 1

g2: mIFH2

g2: Pendant pole type 2
h: fpizx

h: Fence type

b: g5

b: Wall type

Power of single lamp

TEH

Lamp number

LED¥¢ R
LED lamp

025/ www.warom.com

\GB| |EC]| [EN|

@ 1T %0/Ordering Information

O FBRRATIRAER, MPERRE. EirtRf. BREEFOE. dERIE

O BB RESHARRBERLZIERE W FEIBWIELEDIE
£T, EERLE, N RmEE AFAY-E2 x 18 f;

O ATRET HERIE

O WEETK 2R,

O AFRZEFMWHEA DHELFMER, BIAMNHELER, nFE
SR,

O BMEENBYML, NHRNERLEEHR.

> Specify the executive standard form, such as Chinese National standard,
International standard, European standards and American standards.

<> Follow the product catalogue number logic for selection. For example:
18W LED fluorescent lamp with two tubes, flange type, the product type
shall be FAY-E2x18W.

<> Light fittings are supplied with light source

<> No emergency type for 9W single lamp

<> For pendant pole type, cable entries includes side entry and top entry.
Generally, side entry is provided. Please specify if top entry is needed.

<> Generally, cable wiring is provided, please specify if steel pipe wiring is
needed.



@ =S H#&/Product specifications

B SHE SRR
Type Lamp type
FAY -E[] x [ LED

@ R4 /Product features

P&

Degree of protection

IP66

O TRERNISIRERG, SARRATUREED. TRREmRIaE;

O LRPCHELEEBIRE, Pilktikit, BOtAHE, SR,
aNE ET4HE;
O BLELEDRIENIR, BIEH, BEAK, ALHIFEM, As, Eeis, Fw

O HMEEHEN, BHURY, ZRFMNE,

O REBSMRETHSHRRERS, ATEME, R
O TIREERERYSKE, SHERRMEN, TRANVRINIRIPRE, RANETNFONs WEELTHIE .

<> Enclosure is formed of engineering plastic through injection, with strong impact resistance and corrosion-proof performance.

Lamp power
1=x9W
2 x 9W
1x18W

2 x18W

L7 WORON

Fophem

Enclosure type
I
1I

il

K, FEIME

<> Transparent cover is made of high quality PC material through injection, anti-glare, reasonable light distribution, soft light.

=
Weight

1.5kg
2.5kg
2.5kg

3.9kg

<> Labyrinth seal structure, good sealing performance, multi-point locking, convenience for opening and closing, easy for maintenance.

<> Equipped with LED strip light, reasonable arrangement, unidirectional lighting, even and soft light,high luminous efficiency> 100lm / W, high color

rendering,long service life, environmental protection.

<> High performance components working well with the light source to optimize lights performance and improve the luminous efficiency.

<> Emergency devices are available upon request. When the power supply is cut off, the light shall automatically switch to emergency lighting state.

Emergency time not less than 90 minutes (no emergency type for 9W single lamp)

@ 5MEZ R =F/Outline dimension (mm)

A

EJH/ i : ;

|
‘ I ] | (@) 3}

L J N
&R /Enclosure type A B © D

FAY-E 1 x 9 658 500 100 95
FAY-E 2 x 9 658 500 100 145
FAY-E 1 x 18 1268 1000 100 95
FAY-E 2 x 18 1268 1000 100 145

535

535

1085

1085
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Series Weatherproof Light Fittings for LED Lamp

AR S #/Technical Parametrers

H14THRAE / Executive standards

T{EHJE / Working voltage

ISR E / Ambient temperature

Bh#PEE4R / Degree of protection

B4 / Corrosion-proof

5| \3£E / Cable gland

LT / Terminal

LA / Mounting

SLIEINEE / Lamp power

Bt il 2k / Luminous intensity
distribution
cd/1000Im

027/ www.warom.com

E Fr#rAE(IEC) International standards
f1 E #R/#(GB)/Chinese National standards B B2%R 4 (EN)/European standards
4t E#RE/American standards

220V~240V AC 50Hz / 60Hz 100V~300V AC 50Hz/60Hz
-25°C~+45C -25°C~+55C

IP66 IP66, IP67(TJ3E/Optional)
WF2

M25 x 1.55| NOFE, i&HPIMmM~d16mm FEL (18 =FTi%)
M25 x 1.5 Suitable for cable®9mm~®»16mm Cable gland is optional

<2.5mm’ BT ik <2.5mm’ B4 AT SR (< 4mm T 1E)
< 2.5mm?’reliable connection wire <2.5mm’Reliable connection wire (< 4mm’is optional)
IR (), BHF1g1). BFR2(92). MmEEX(L), F=ZRK(D), #Hizx(h), BHF=(w), 2EX(b)

Ceiling type (x), pendant pole type 1(g1), pendant pole type 2(g2), pendant chain type (L), flange type (f), fence type (h),
bend pole type (w), wall type (b)

LED: 1 x9W, 2 x9W, 1x18W, 2 x 18W

—c0/180
—c90/270




@ SN B L $E5445)/Outline and mounting type

210 _ 4-910

4-910

2200

4-916 218

W

A

&= 3 Flange type(f)

380

2000

o

4z xFence type(h)

285

BE{/Wall type(b)

o84 3-010.5

L7 WORON

Z#F=/Bend pole type(w)

AR 1L )(91)
Pendant pole type1(side entry)

AT R2(L# %) (92)
Pendant pole type2(top entry)

R

Name

R

Remark

FAY-ERf7K B 42 B § £ ¥LEDAT

FAY-E Weatherproof Light Fittings for LED Lamp

RER, EX

Mounting frame, pipe clamps

WK BB A 455 FNG-500XM25 (3h)/G17(5h) AP B &
Weatherproof flexible conduit FNG-500xG3/4" (male) G1" (male) supplied by user

EEFF Gy

Flange rod G1 1/4"

PR G1Y”
Fence pole G1 1/4"

UzEsK

U type pipe clamps

ARBE%&
supplied by user

= pi@H EAFQM- -G’
Weatherproof cable gland FQM-I- G3/4"

BEESR
Fixed bracket

© |0 | N |||~ w (N

TG
Bend pole G1 1/4"

-
o

#242M8

Bolt M8

1"

ZadE Ao

<
Mounting frame

§=S

Sucker

$2HFMB., 124M6 x 50, ##1M6

Nuts M6, bolts M6X50, spring washer M6

i S

Chain

450mm

=27

Hook

MINIRETMS = 12
M8X12 Eyebolt

=RARER

Triangle mounting frame

DK LB i E FHD - G34" G

Weatherproof junction box

Y

Two entries hang type

BT GYY
Straight pole G3/4"

280mm

G,/
Straight pole G3/4"

300mm

el

Couplings
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